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LEDTINO VDU ~ CAT.2 (LOW GLARE) OFFICE LUMINAIRELEDTINO VDU ~ CAT.2 (LOW GLARE) OFFICE LUMINAIRE
- SURUHANJAYA TENAGA   - SURUHANJAYA TENAGA   *¹

Mid Power Linear 
LED Strip

Photobiological 
Safety Tested

CIBSE LG3
CAT2 Complied

Class 1
Luminaire

Anodized Semi Specular 
Louvre (TR %)

Exempt

IEC 62471

Options

Infil Panel Aircond Slot Dimming DALI System Motion Sensor Dimmable Microwave Sensor Bluetooth Control 
System Tuneable White LED

Standby Dim Level
50% | 40% | 30%
20% | 10%���

Product Highlight
*Application:
- Office
- Bank
- Computer Centre
- Gallery

* Suitable for dry & air conditioned 
areas only

*¹-Selected models only

Model System Power
(W) Mounting CRI (Ra) / 

CCT (Ra)
Current

(A)

Luminaire
Efficacy 
(Lm/W)

Luminaire
Flux 
(lm)

L W H

Recessed Metric Version

LEDTINO VDU 212/30 30

Recessed / 
Surface

840 0.12A 102.4 2818.4 595.0 595.0 70.0

LEDTINO VDU 212/35 35 840 0.15A 99.8 3294.6 595.0 595.0 70.0

LEDTINO VDU 212/42 42 840 0.19A 93.9 4005.2 595.0 595.0 70.0

LEDTINO VDU 228/30 30

Recessed / 
Surface

840 0.12A 108.6 3014.6 1194.0 595.0 70.0

LEDTINO VDU 228/35 35 840 0.15A 107.5 3587.9 1194.0 595.0 70.0

LEDTINO VDU 228/42 42 840 0.19A 130.0 5311.1 1194.0 595.0 70.0

LEDTINO VDU 312/30 30

Recessed / 
Surface

840 0.12A 105.7 2917.2 595.0 595.0 70.0

LEDTINO VDU 312/35 35 840 0.15A 104.8 3475.1 595.0 595.0 70.0

LEDTINO VDU 312/42 42 840 0.19A 103.0 4395.2 595.0 595.0 70.0

Power Pack

* Subjected to +/- 10%
LED Data will be update time to time according LED development
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Model
System 
Power

(W)
Mounting CRI (Ra) / 

CCT (Ra)

Luminaire
Efficacy 
(Lm/W)

Luminaire
Flux 
(lm)

L L1 W W1 H L L1 W W1 H

Recessed Metric Version Recessed Imperial Version

LEDTINO VDU 212/30/IF 30

Recessed

840 102.4 2818.4 595 - 597 484 65 602 - 602 484 65

LEDTINO VDU 212/35/IF 35 840 99.8 3294.6 595 - 597 484 65 602 - 602 484 65

LEDTINO VDU 212/42/IF 42 840 93.9 4005.2 595 - 597 484 65 602 - 602 484 65

LEDTINO VDU 228/30/IF 30

Recessed

840 108.6 3014.6 1196 1172 596 320 70 - - - - -

LEDTINO VDU 228/35/IF 35 840 107.5 3587.9 1196 1172 596 320 70 - - - - -

LEDTINO VDU 228/42/IF 42 840 104.7 4505.9 1196 1172 596 320 70 - - - - -

LEDTINO VDU 312/30/IF 30

Recessed

840 105.7 2917.2 595 - 597 484 65 602 - 602 484 65

LEDTINO VDU 312/35/IF 35 840 104.8 3475.1 595 - 597 484 65 602 - 602 484 65

LEDTINO VDU 312/42/IF 42 840 103.0 4395.2 595 - 597 484 65 602 - 602 484 65

LEDTINO VDU 212/30/WC 30

Wood Ceiling / 
Plaster Ceiling

840 102.4 2818.4 604 584 535 484 65 - - - - -

LEDTINO VDU 212/35/WC 35 840 99.8 3294.6 604 584 535 484 65 - - - - -

LEDTINO VDU 212/42/WC 42 840 93.9 4005.2 604 584 535 484 65 - - - - -

LEDTINO VDU 228/30/WC 30

Wood Ceiling / 
Plaster Ceiling

840 108.6 3014.6 1214 1194 535 484 65 - - - - -

LEDTINO VDU 228/35/WC 35 840 107.5 3587.9 1214 1194 535 484 65 - - - - -

LEDTINO VDU 228/42/WC 42 840 104.7 4505.9 1214 1194 535 484 65 - - - - -

LEDTINO VDU 312/30/WC 30

Wood Ceiling / 
Plaster Ceiling

840 105.7 2917.2 604 584 535 484 65 - - - - -

LEDTINO VDU 312/35/WC 35 840 104.8 3475.1 604 584 535 484 65 - - - - -

LEDTINO VDU 312/42/WC 42 840 103.0 4395.2 604 584 535 484 65 - - - - -

Ledtino VDU 100 / 4F-PLS / 9T-P2 / IF

30

Recessed

840 105.4 3172.0 1197 1174 597 275 65 1212 1174 602 275 65 

35 840 108.3 3794.0 1197 1174 597 275 65 1212 1174 602 275 65

41 840 106.0 4375.3 1197 1174 597 275 65 1212 1174 602 275 65

Ledtino VDU 100 / 4F-PLS / 9T

30

Recessed / 
Surface

840 105.4 3172.0 1195 - 295 - 70 - - - - -

35 840 108.3 3794.0 1195 - 295 - 70 - - - - -

41 840 106.0 4375.3 1195 - 295 - 70 - - - - -

2* Subjected to +/- 10%
LED Data will be update time to time according LED development



PCO®

*¹-Selected models only

PRISMO LEDPRISMO LED
- SURUHANJAYA TENAGA   - SURUHANJAYA TENAGA   *¹

PRISMO LED 228

Mid Power Linear 
LED Strip

Photobiological 
Safety Tested

Class 1
Luminaire

Exempt

IEC 62471

Options

Product Highlight
*Application:
- Office
- Bank
- Kitchen
- Staircase
- Class Room

* Suitable for non air conditioned, air conditioned, dry & cooking areas

Model System Power
(W) Mounting CRI (Ra) / 

CCT (Ra)
Current

(A)

Luminaire
Efficacy 
(Lm/W)

Luminaire
Flux 
(lm)

L W H

Prismo LED 212/30W 30
Recessed / 

Surface

840 0.12A 115.0 3149.3 595 595 65

Prismo LED 212/35W 35 840 0.15A 114.1 3762.3 595 595 65

Prismo LED 212/42W 42 840 0.19A 103.5 4457.9 595 595 65

Prismo LED 228/30W 30
Recessed / 

Surface

840 0.12A 119.2 3307.4 1200 595 65

Prismo LED 228/35W 35 840 0.15A 118.7 3959.0 1200 595 65

Prismo LED 228/42W 42 840 0.19A 119.0 5022.1 1200 595 65

Prismo LED 312/30W 30
Recessed / 

Surface

840 0.12A 131.1 3605.5 595 595 65

Prismo LED 312/35W 35 840 0.15A 130.5 4312.3 595 595 65

Prismo LED 312/42W 42 840 0.19A 123.9 5284.5 595 595 65

Dimming DALI System Motion Sensor Smart Sensor Bluetooth Control 
System Tuneable White LED Power Pack

3 * Subjected to +/- 10%
LED Data will be update time to time according LED development



*¹-Selected models only

4* Subjected to +/- 10%
LED Data will be update time to time according LED development

PCO®

Model System Power
(W) Mounting CCT CRI (Ra) Luminaire

Efficacy (Lm/W)

Luminaire
Flux 
(lm)

UGR

Prismo LED 212 / 21W 21W Recessed / Wood Ceiling 3000 / 4000 / 6500 80 75.2 1603 21

Prismo LED 212 / 24W 24W Recessed / Wood Ceiling 3000 / 4000 / 6500 80 81.2 2126 21

Prismo LED 212 / 28W 28W Recessed / Wood Ceiling 3000 / 4000 / 6500 80 78.6 2411 22

Prismo LED 312 / 21W 21W Recessed / Wood Ceiling 3000 / 4000 / 6500 80 115 2264 20

Prismo LED 312 / 24W 24W Recessed / Wood Ceiling 3000 / 4000 / 6500 80 113 2728 20

Prismo LED 312 / 28W 28W Recessed / Wood Ceiling 3000 / 4000 / 6500 80 79.7 2392 22

PRISMO LED ( PANEL LIGHT )PRISMO LED ( PANEL LIGHT )

Optic PMMA Lens Photobiological 
Safety Complied

Class 1
Luminaire

Exempt

IEC 62471

Options
Dimming DALI System

Product Highlight
*Application:
- Office
- Bank
- Staircase
- Class Room

* Suitable for non air conditioned, air conditioned, dry & cooking areas

Plaster / Wood Ceiling Pendant

Mounting Options

Dimension (mm)

Recessed (Imperial Size) Recessed (Metric Size) Wood Ceiling

L W H L W H L W H

603 603 32 595 595 32 603 603 45

L

W

H L

W

H

PRISMO LED 312



*¹-Selected models only

PCO®

T8 LED OFFICE ~ DOUBLE PARABOLIC LOUVRET8 LED OFFICE ~ DOUBLE PARABOLIC LOUVRE
- SIRIM , SURUHANJAYA TENAGA & JKR  - SIRIM , SURUHANJAYA TENAGA & JKR  *¹

Model
System 
Power

(W)
Mounting CCT CRI (Ra)

L L1 W W1 H H1 L L1 W H H1

Recessed Metric Version Recessed Imperial Version

PLML 220S / R 2 X 10

Recessed

3000 / 4000 / 6500 70 / 80 614 595 295 - 70 38 614 602 302 70 38

PLML 220 / R 2 X 10 3000 / 4000 / 6500 70 / 80 614 595 595 - 70 38 614 602 602 70 38

PLML 320 / R 3 X 10 3000 / 4000 / 6500 70 / 80 614 595 595 - 70 38 614 602 602 70 38

PLML 420 / R 4 X 10 3000 / 4000 / 6500 70 / 80 614 595 595 - 70 38 614 602 602 70 38

PLML 240S / R 2 X 20 3000 / 4000 / 6500 70 / 80 1224 1195 295 - 70 38 1224 1212 302 70 38

PLML 240 / R 2 X 20 3000 / 4000 / 6500 70 / 80 1224 1195 595 - 70 38 1224 1212 602 70 38

PLML 340 / R 3 X 20 3000 / 4000 / 6500 70 / 80 1224 1195 595 - 70 38 1224 1212 602 70 38

PLML 440 / R 4 X 20 3000 / 4000 / 6500 70 / 80 1224 1195 595 - 70 38 1224 1212 602 70 38

PLML 220S / SF 2 X 10

Surface / 
Pendant

3000 / 4000 / 6500 70 / 80 614 - 314 - 76 - - - - - -

PLML 220 / SF 2 X 10 3000 / 4000 / 6500 70 / 80 614 - 614 - 76 - - - - - -

PLML 320 / SF 3 X 10 3000 / 4000 / 6500 70 / 80 614 - 614 - 76 - - - - - -

PLML 420 / SF 4 X 10 3000 / 4000 / 6500 70 / 80 614 - 614 - 76 - - - - - -

PLML 240S / SF 2 X 20 3000 / 4000 / 6500 70 / 80 1224 - 314 - 76 - - - - - -

PLML 240 / SF 2 X 20 3000 / 4000 / 6500 70 / 80 1224 - 614 - 76 - - - - - -

PLML 340 / SF 3 X 20 3000 / 4000 / 6500 70 / 80 1224 - 614 - 76 - - - - - -

PLML 440 / SF 4 X 20 3000 / 4000 / 6500 70 / 80 1224 - 614 - 76 - - - - - -

PLML 220S / WC 2 X 10

Wood Ceiling/ 
Pluster Ceiling

3000 / 4000 / 6500 70 / 80 642 614 340 302 70 - - - - - -

PLML 220 / WC 2 X 10 3000 / 4000 / 6500 70 / 80 642 614 642 602 70 - - - - - -

PLML 320 / WC 3 X 10 3000 / 4000 / 6500 70 / 80 642 614 642 602 70 - - - - - -

PLML 420 / WC 4 X 10 3000 / 4000 / 6500 70 / 80 642 614 642 602 70 - - - - - -

PLML 240S / WC 2 X 20 3000 / 4000 / 6500 70 / 80 1250 1224 340 302 70 - - - - - -

PLML 240 / WC 2 X 20 3000 / 4000 / 6500 70 / 80 1250 1224 642 602 70 - - - - - -

PLML 340 / WC 3 X 20 3000 / 4000 / 6500 70 / 80 1250 1224 642 602 70 - - - - - -

PLML 440 / WC 4 X 20 3000 / 4000 / 6500 70 / 80 1250 1224 642 602 70 - - - - - -

PLML 220/SF/T8 LED

Options

Motion Sensor Single Ended Tube Wiring Double Ended Tube Wiring Power Pack

PLML 240/R/T8 LED

L

W

H

L

L1

L H
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W

*Application:
- Office
- Bank
- Computer Centre
- Gallery

* Suitable for dry & air conditioned areas only

LED Tube Photobiological 
Safety Tested

Class 1
Luminaire

Double Parabolic 
Louvre

Exempt

IEC 62471

Product Highlight

* For T8 LED tube only 

5 * Subjected to +/- 10%
LED Data will be update time to time according LED development



*¹-Selected models only

6* Subjected to +/- 10%
LED Data will be update time to time according LED development

PCO®

PLAC 220S/R/T8 LED

L

H

W1

L1

W

L

W

L

H

LED Tube Photobiological 
Safety Tested

Exempt

IEC 62471

Options

Motion Sensor Single Ended Tube Wiring Double Ended Tube Wiring Power Pack

Product Highlight

PLAC 240S/WC/T8 LED

*Application:
- Office
- Hospital
- Bank
- Computer Centre
- Toilet
- Kitchen

* Suitable for non air conditioned, air conditioned, dry & 
cooking areas

Model
System 
Power

(W)
Mounting CCT CRI (Ra)

L L1 W W1 H H1 L L1 W H H1

Recessed Metric Version Recessed Imperial Version

PLAC 220S / R 2 X 10

Recessed

3000 / 4000 / 6500 70 / 80 614 595 295 - 70 38 614 602 302 70 38

PLAC 220 / R 2 X 10 3000 / 4000 / 6500 70 / 80 614 595 595 - 70 38 614 602 602 70 38

PLAC 320 / R 3 X 10 3000 / 4000 / 6500 70 / 80 614 595 595 - 70 38 614 602 602 70 38

PLAC 420 / R 4 X 10 3000 / 4000 / 6500 70 / 80 614 595 595 - 70 38 614 602 602 70 38

PLAC 240S / R 2 X 20 3000 / 4000 / 6500 70 / 80 1224 1195 295 - 70 38 1224 1212 302 70 38

PLAC 240 / R 2 X 20 3000 / 4000 / 6500 70 / 80 1224 1195 595 - 70 38 1224 1212 602 70 38

PLAC 340 / R 3 X 20 3000 / 4000 / 6500 70 / 80 1224 1195 595 - 70 38 1224 1212 602 70 38

PLAC 440 / R 4 X 20 3000 / 4000 / 6500 70 / 80 1224 1195 595 - 70 38 1224 1212 602 70 38

PLAC 220S / SF 2 X 10

Surface / 
Pendant

3000 / 4000 / 6500 70 / 80 614 - 314 - 76 - - - - - -

PLAC 220 / SF 2 X 10 3000 / 4000 / 6500 70 / 80 614 - 614 - 76 - - - - - -

PLAC 320 / SF 3 X 10 3000 / 4000 / 6500 70 / 80 614 - 614 - 76 - - - - - -

PLAC 420 / SF 4 X 10 3000 / 4000 / 6500 70 / 80 614 - 614 - 76 - - - - - -

PLAC 240S / SF 2 X 20 3000 / 4000 / 6500 70 / 80 1224 - 314 - 76 - - - - - -

PLAC 240 / SF 2 X 20 3000 / 4000 / 6500 70 / 80 1224 - 614 - 76 - - - - - -

PLAC 340 / SF 3 X 20 3000 / 4000 / 6500 70 / 80 1224 - 614 - 76 - - - - - -

PLAC 440 / SF 4 X 20 3000 / 4000 / 6500 70 / 80 1224 - 614 - 76 - - - - - -

PLAC 220S / WC 2 X 10

Wood Ceiling/ 
Pluster Ceiling

3000 / 4000 / 6500 70 / 80 642 614 340 302 70 - - - - - -

PLAC 220 / WC 2 X 10 3000 / 4000 / 6500 70 / 80 642 614 642 602 70 - - - - - -

PLAC 320 / WC 3 X 10 3000 / 4000 / 6500 70 / 80 642 614 642 602 70 - - - - - -

PLAC 420 / WC 4 X 10 3000 / 4000 / 6500 70 / 80 642 614 642 602 70 - - - - - -

PLAC 240S / WC 2 X 20 3000 / 4000 / 6500 70 / 80 1250 1224 340 302 70 - - - - - -

PLAC 240 / WC 2 X 20 3000 / 4000 / 6500 70 / 80 1250 1224 642 602 70 - - - - - -

PLAC 340 / WC 3 X 20 3000 / 4000 / 6500 70 / 80 1250 1224 642 602 70 - - - - - -

PLAC 440 / WC 4 X 20 3000 / 4000 / 6500 70 / 80 1250 1224 642 602 70 - - - - - -

T8 LED DIFFUSED OFFICET8 LED DIFFUSED OFFICE
- SIRIM , SURUHANJAYA TENAGA & JKR  - SIRIM , SURUHANJAYA TENAGA & JKR  *¹



7 * Subjected to +/- 10%
LED Data will be update time to time according LED development

T5 DIFFUSED CLEAN ROOMT5 DIFFUSED CLEAN ROOM

Model Number of Lamp (s) Mounting Lamp Power
(W) L W H

PLAC 220 / 214 / T5 / H80 / CR 2

Recessed

14 595 595 80

PLAC 320 / 314 / T5 / H80 / CR 3 14 595 595 80

PLAC 420 / 214 / T5 / H80 / CR 4 14 595  595 80 

PLAC 220/214/T5/H80/CR
H

W

L

W

L

*Application:
- Office
- Bank
- Computer Centre
- Gallery

* Suitable for dry & air conditioned areas 
   only

T5 Tube

Diffuser Options

LGD-1 AA12 / PETG 12

Product Highlight Options

Dimming Motion Sensor

PCO®



PUTRAJAYA (PARCEL F) PETRONAS TWIN TOWERS

PETRONAS TOWER 3 MENARA EXXON MOBIL

PUTRAJAYA (2C5)

PCO®

GSK TUAS SINGAPORE HOSPITAL RAJA PERMAISURI BAINUN
(KOMPLEKS WANITA, KANAK-KANAK DAN KARDIOLOGI)

PROJECT REFERENCE

JABATAN PERDANA MENTERI
(MAMPU)

8* Subjected to +/- 10%
LED Data will be update time to time according LED development



PCO®

PROJECT REFERENCE

SURUHANJAYA PENCEGAH RASUAH 
MALAYSIA

KEMENTERIAN KERJA RAYA MALAYSIA (KKR)

9



www.pcolite.com

Headquarter
PCO LITE ELECTRICAL SDN. BHD.
Lot no. 157880 (PT 1283),
Off Jalan Degong,
31900 Kampar, Perak.
Malaysia.

Tel:     +605-466 5313 / 465 1020
Fax:    +605-465 1310

Sales Office
PCO ELECTRICAL (M) SDN. BHD.
Unit BC-03-20,
KLH Business Centre,
Bandar Puchong Jaya,
47170 Puchong, Selangor.
Malaysia.

Tel:     +603-8082 7755 / 8079 1388 
Fax:    +603-8070 9723
Email	 : enquiry@pcolite.com 
	 : aston@pcolite.com
	 : pco.h.c.lee@gmail.com
	   (oversea sales)


