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*¹-Selected models only

* Subjected to +/- 10%
LED Data will be update time to time according LED development

Model
System 
Power

(W)
Mounting CCT CRI (Ra) Current

(A)

Luminaire 
Flux
 (Lm)

Luminaire 
Efficacy
(Lm/W)

Weight
(Kg) L H D

Adrino LED 601 / 10 / 840
10

Recessed

4000
80 0.04 983 101 0.5 Ø 170 49.0 Ø 150

Adrino LED 601 / 10 / 865 6500

Adrino LED 601 / 15 / 840
15

4000
80 0.06 1273 96 0.5 Ø 170 49.0 Ø 150

Adrino LED 601 / 15 / 865 6500

Adrino LED 601 / 20 / 840
20

4000
80 0.08 1664 90 0.5 Ø 170 49.0 Ø 150

Adrino LED 601 / 20 / 865 6500

Adrino LED 801 / 10 / 840
10

4000
80 0.04 1063 107 0.63 Ø 220 52.0 Ø 200

Adrino LED 801 / 10 / 865 6500

Adrino LED 801 / 15 / 840
15

4000
80 0.06 1450 104 0.63 Ø 220 52.0 Ø 200

Adrino LED 801 / 15 / 865 6500

Adrino LED 801 / 20 / 840
20

4000
80 0.08 1969 99 0.63 Ø 220 52.0 Ø 200

Adrino LED 801 / 20 / 865 6500

ADRINO LED SERIESADRINO LED SERIES
- SIRIM , SURUHANJAYA TENAGA & JKR - SIRIM , SURUHANJAYA TENAGA & JKR *¹

SMD LED Modular Class 1
Luminaire

All Recessed models supplied with removable 
transformer box & male female socket

Detachable 
LED Portion

Easy Hanging 
(JKR Requirement)

Product Highlight

*Application:
- Office
- Bank
- Computer Centre
- School
- For all general application

Male & Female Socket

D
(Ceiling Cut Out)

L

L

H

Drawing



COB LED Photobiological 
Safety Tested

Class 1
Luminaire

All Recessed models supplied with removable transformer 
box & male female socket

Detachable 
LED Portion

Easy Hanging 
(JKR Requirement)

Exempt

IEC 62471

PCO®

*¹-Selected models only

Model
System 
Power

(W)
Mounting CCT CRI (Ra) Current

(A)

Luminaire 
Flux
 (Lm)

Luminaire 
Efficacy
(Lm/W)

Weight
(Kg) L H D

Galliano LED 1 series / 10 10

Recessed

4000 / 6500 80 0.045 1065 107 0.55 Ø 170 76 Ø 150

Galliano LED 1 Series / 15 15 4000 / 6500 80 0.06 1403 97 0.55 Ø 170 76 Ø 150

Galliano LED 1 Series / 20 20 4000 / 6500 80 0.09 1872 94 0.55 Ø 170 76 Ø 150

Galliano LED 2 Series / 10 10 4000 / 6500 80 0.045 1114 111 0.69 Ø 220 86 Ø 200

Galliano LED 2 Series / 15 15 4000 / 6500 80 0.06 1531 107 0.69 Ø 220 86 Ø 200

Galliano LED 2 Series / 20 20 4000 / 6500 80 0.09 2009 101 0.69 Ø 220 86 Ø 200

Galliano LED 1 SERIES / 10W / SF 10

Surface

4000 / 6500 80 0.045 1065 107 0.65 Ø 170 144 -

Galliano LED 1 SERIES / 15W / SF 15 4000 / 6500 80 0.06 1403 97 0.65 Ø 170 144 -

Galliano LED 1 SERIES / 20W / SF 20 4000 / 6500 80 0.09 1872 94 0.65 Ø 170 144 -

Galliano LED 2 SERIES / 10W / SF 10 4000 / 6500 80 0.045 1114 111 0.8 Ø 220 202 -

Galliano LED 2 SERIES / 15W / SF 15 4000 / 6500 80 0.06 1531 107 0.8 Ø 220 202 -

Galliano LED 2 SERIES / 20W / SF 20 4000 / 6500 80 0.09 2009 101 0.8 Ø 220 202 -

GALLIANO LED SERIESGALLIANO LED SERIES
- SIRIM  & SURUHANJAYA TENAGA - SIRIM  & SURUHANJAYA TENAGA 

Product Highlight

*Application:
- Office
- Bank
- Computer Centre
- School
- For all general application

Male & Female Socket

D
(Ceiling Cut Out)

Drawing

2* Subjected to +/- 10%
LED Data will be update time to time according LED development
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Options

Dimming DALI System Bluetooth Control 
System Tuneable White LED
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Recessed Surface



SMD LED Modular Class 1
Luminaire

*¹-Selected models only

Model System Power
(W) Mounting CCT CRI (Ra)

Luminaire 
Flux
 (Lm)

UGR L W H D

Genzzano LED 02 / 401 / 10W 10

Recessed

3000 / 4000 / 6500 80 1026 29 Ø 145 - 33 Ø 115

Genzzano LED 02 / 401 / 15W 15 3000 / 4000 / 6500 80 1387 30 Ø 145 - 33 Ø 115

Genzzano LED 02 / 401 / 20W 20 3000 / 4000 / 6500 80 1850 31 Ø 145 - 33 Ø 115

Genzzano LED 02 / 601 / 10W 10 3000 / 4000 / 6500 80 990 28 Ø 178 - 33 Ø 140

Genzzano LED 02 / 601 / 15W 15 3000 / 4000 / 6500 80 1350 29 Ø 178 - 33 Ø 140

Genzzano LED 02 / 601 / 20W 20 3000 / 4000 / 6500 80 1918 30 Ø 178 - 33 Ø 140

Genzzano LED 02 / 401 / 10W / SQ 10 3000 / 4000 / 6500 80 892 28 128 128 36 110 X 110

Genzzano LED 02 / 401 / 15W / SQ 15 3000 / 4000 / 6500 80 1211 29 128 128 36 110 X 110

Genzzano LED 02 / 401 / 20W / SQ 20 3000 / 4000 / 6500 80 1634 30 128 128 36 110 X 110

Genzzano LED 02 / 601 / 10W / SQ 10 3000 / 4000 / 6500 80 898 27 170 170 36 150 X 150

Genzzano LED 02 / 601 / 15W / SQ 15 3000 / 4000 / 6500 80 1217 28 170 170 36 150 X 150

Genzzano LED 02 / 601 / 20W / SQ 20 3000 / 4000 / 6500 80 1618 29 170 170 36 150 X 150

PCO®

GENZZANO LEDGENZZANO LED
- SIRIM  & SURUHANJAYA TENAGA - SIRIM  & SURUHANJAYA TENAGA 

Product Highlight

D
(Ceiling Cut Out)

D
(Ceiling Cut Out)
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Drawing

*Application:
- Office
- Bank
- Computer Centre
- School
- For all general application

3 * Subjected to +/- 10%
LED Data will be update time to time according LED development



PCO®

GENZZANO LED - SURFACE TYPEGENZZANO LED - SURFACE TYPE

Model System Power
(W) CCT CRI (Ra) Luminaire Flux

 (Lm) L W H

Genzzano LED 02 / 401 / 10W / SF / RD 10

Surface

3000 / 4000 / 5700 80 > 950 Ø  129 - 70

Genzzano LED 02 / 401 / 15W / SF  / RD 15 3000 / 4000 / 5700 80 > 1300 Ø  129 - 70

Genzzano LED 02 / 401 / 20W / SF / RD 20 3000 / 4000 / 5700 80 > 1880 Ø  129 - 70

Genzzano LED 02 / 601 / 10W / SF / SQ 10

Surface

3000 / 4000 / 5700 80 > 850 201 201 80

Genzzano LED 02 / 601 / 15W / SF / SQ 15 3000 / 4000 / 5700 80 > 1150 201 201 80

Genzzano LED 02 / 601 / 20W / SF / SQ 20 3000 / 4000 / 5700 80 > 1550 201 201 80

Options

Dimming DALI System

*Application:
- Office
- Bank
- Computer Centre
- School
- For all general application

COB LED Photobiological 
Safety Tested

Class 1
Luminaire

Frosted
Diffuser

Exempt

IEC 62471

Product Highlight
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4* Subjected to +/- 10%
LED Data will be update time to time according LED development



PCO®

Model System Power
(W) Mounting CCT CRI (Ra) L H D

Galliano LED EZ 1 4 ~ 12 Recessed 3000 80 Ø 93 54 Ø 80

GALLIANO LED EZGALLIANO LED EZ

MR 16 LED COIN 50 GU 10 (MR 16) Class 1
Luminaire

Product Highlight
*Application:
- Office
- Bank
- Computer Centre
- School
- For all general application
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5 * Subjected to +/- 10%
LED Data will be update time to time according LED development



PCO®

PUTRAJAYA (PARCEL F) PETRONAS TWIN TOWERS

PROJECT REFERENCE

SURUHANJAYA PENCEGAH RASUAH 
MALAYSIA

JABATAN PERDANA MENTERI
(MAMPU)

KEMENTERIAN KERJA RAYA MALAYSIA (KKR)

AUDITORIUM KOMPLEKS E , PUTRAJAYA 

PUTRAJAYA (2C5)

KEMENTERIAN PENDIDIKAN MALAYSIA

6* Subjected to +/- 10%
LED Data will be update time to time according LED development



www.pcolite.com

Headquarter
PCO LITE ELECTRICAL SDN. BHD.
Lot no. 157880 (PT 1283),
Off Jalan Degong,
31900 Kampar, Perak.
Malaysia.

Tel:     +605-466 5313 / 465 1020
Fax:    +605-465 1310

Sales Office
PCO ELECTRICAL (M) SDN. BHD.
Unit BC-03-20,
KLH Business Centre,
Bandar Puchong Jaya,
47170 Puchong, Selangor.
Malaysia.

Tel:     +603-8082 7755 / 8079 1388 
Fax:    +603-8070 9723
Email	 : enquiry@pcolite.com 
	 : aston@pcolite.com
	 : pco.h.c.lee@gmail.com
	   (oversea sales)


