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FLOODINO LED SERIESFLOODINO LED SERIES

Dimming Motion Sensor Dimmable Microwave 
Sensor

Bluetooth Control 
System

Standby Dim Level
50% | 40% | 30%
20% | 10%���

Options

Angle Adjustment 
Device

Characteristic

Light Source			   : High Power LED
Optical				    : PC Lens Modules
Power Factor			   : > 0.95
Insulation			   : Class 1
Compliance			   : IEC 60598 / IEC TR 62778
Colour Rendering (CRI)		  : 80
Colour Temperature (CCT)	 : 3000K~6500K

Specification

Light Source			   : LED
Main Voltage			   : 220 ~ 240V
Housing Material			  : Aluminium
Housing Finishing		  : Epoxy Powder Coating
Mounting			   : Universal
Driver				    : Built-in Electronic System
Control System Input		  : 1~10V
Operating Temperature		  : -25°C ~50°C
Life Time			   : 30 000 / 50 000hrs
Mounting Bracket		  : Metal
Ingress Point			   : IP 66

High Power LED
(5050)

* Subjected to +/- 10%
LED Data will be update time to time according LED development

PCO®
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Surge Protection 
Device

Floodino LED/3M-150 x 1 Floodino LED/4M-180 x 1 Floodino LED/4M-200 x 1 Floodino LED/6M-250 x 2 Floodino LED/6M-300 x 2

Floodino LED/8M-350 x 2 Floodino LED/10M-450 x 3 Floodino LED/10M-500 x 3 Floodino LED/12M-550 x 3 Floodino LED/12M-600 x 3



FLOODINO LED SERIESFLOODINO LED SERIES

FLOODINO LED / 3M & FLOODINO LED / 4M

FLOODINO LED / 6M & FLOODINO LED / 8M

FLOODINO LED / 10M & FLOODINO LED / 12M 

Model
System 
Power

(W)
CCT CRI (Ra)

Luminaire
Efficacy 
(Lm/W)

Luminaire
Flux (lm) L W H Weight

(Kg)

Floodino LED / 3M - 150 x 1 150 5700 80 153 22866 406 212 145 3.5

Floodino LED / 4M - 180 x 1 180 5700 80 147 26484 406 212 145 3.5

Floodino LED / 4M - 200 x 1 200 5700 80 143 28635 406 212 145 3.5

Floodino LED / 6M - 250 x 2 250 5700 80 152 37960 406 252 305 7.0

Floodino LED / 6M - 300 x 2 300 5700 80 147 44252 406 252 305 7.0

Floodino LED / 8M - 350 x 2 350 5700 80 143 50069 406 252 305 7.0

Floodino LED / 8M - 400 x 2 400 5700 80 138 55256 406 252 305 7.0

Floodino LED / 10M - 450 x 3 450 5700 80 148 66678 406 252 465 9.5

Floodino LED / 10M - 500 x 3 500 5700 80 139 69705 406 252 465 9.5

Floodino LED / 12M - 550 x 3 550 5700 80 137 75242 406 252 465 9.5

Floodino LED / 12M - 600 x 3 600 5700 80 134 80524 406 252 465 9.5

* Subjected to +/- 10%
LED Data will be update time to time according LED development

PCO®
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FLOODINO LED SERIESFLOODINO LED SERIES

Dimming Motion Sensor Dimmable Microwave 
Sensor

Bluetooth Control 
System

Standby Dim Level
50% | 40% | 30%
20% | 10%���

Options

Light Directional Cap
(Optional)

Angle Adjustment 
Device

Back Cover
(Optional)

Characteristic

Light Source			   : High Power LED
Optical				    : PC Lens Modules
Power Factor			   : > 0.95
Insulation			   : Class 1
Compliance			   : IEC 60598 / IEC TR 62778
Colour Rendering (CRI)		  : > 70
Colour Temperature (CCT)	 : 3000K~6500K

Specification

Light Source			   : LED
Main Voltage			   : 220 ~ 240V
Housing Material			  : Aluminium
Housing Finishing		  : Epoxy Powder Coating
Mounting			   : Universal
Driver				    : Built-in Electronic System
Control System Input		  : 1~10V
Operating Temperature		  : -25°C ~50°C
Life Time			   : 30 000 / 50 000hrs
Mounting Bracket		  : Metal
Ingress Point			   : IP 66

High Power LED
(5050)

Floodino LED/1M/35W Floodino LED/2M/70W

Floodino LED / 10M /500W

* Subjected to +/- 10%
LED Data will be update time to time according LED development

Floodino LED / 4M /200W Floodino LED / 6M /300W Floodino LED / 8M /400W

Floodino LED/3M/150W

PCO®
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Surge Protection 
Device



FLOODINO LED SERIESFLOODINO LED SERIES

FLOODINO LED / 1M FLOODINO LED / 2M 

FLOODINO LED / 3M FLOODINO LED / 4M 

FLOODINO LED / 6M FLOODINO LED / 8M

FLOODINO LED / 10M FLOODINO LED / 12M

Model
System 
Power

(W)
CCT CRI (Ra)

Luminaire
Efficacy 
(Lm/W)

Luminaire
Flux (lm) L W H Weight

(Kg)

Floodino LED / 1M - 35 35 5000 70/80 110 4133 250 190 155 2.0

Floodino LED / 1M - 50 50 5000 70/80 130 6202 250 190 155 2.0

Floodino LED / 2M - 70 70 5000 70/80 118 8266 250 190 250 3.0

Floodino LED / 2M - 100 100 5000 70/80 124 12477 250 190 250 3.0

Floodino LED / 3M - 150 150 5000 70/80 99 14880 330 166 250 4.0

Floodino LED / 4M - 200 200 5000 70/80 109 22089 250 255 406 5.0

Floodino LED / 6M - 250 250 5000 70/80 115 34462 341 255 406 7.0

Floodino LED / 6M - 300 300 5000 70/80 115 34462 341 255 406 7.0

Floodino LED / 8M - 350 350 5000 70/80 108 44339 432 255 406 9.0

Floodino LED / 8M - 400 400 5000 70/80 108 44339 432 255 406 9.0

Floodino LED / 10M - 450 450 5000 70/80 120 58934 523 255 406 11.0

Floodino LED / 10M - 500 500 5000 70/80 120 58934 523 255 406 11.0

Floodino LED / 12M / 550 550 5000 70/80 107 63671 616 255 406 12.0

Floodino LED / 12M / 600 600 5000 70/80 107 63671 616 255 406 12.0
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* Subjected to +/- 10%
LED Data will be update time to time according LED development

PCO®
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SPOTILED S2 / 72

SPOTILED S2 / 18 SPOTILED S2 / 36

SPOTILED SERIESSPOTILED SERIES

Angle Adjustment 
Device

High Power LED

* Subjected to +/- 10%
LED Data will be update time to time according LED development

PCO®
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Characteristic

Light Source			   : High Power LED
Optical				    : PC Lens Modules
Power Factor			   : 0.9
Insulation			   : Class 1
Colour Rendering (CRI)		  : 70
Colour Temperature (CCT)	 : 3000K~5700K

Specification

Light Source			   : LED
Main Voltage			   : 230V
Housing Material			  : Aluminium
Housing Finishing		  : Epoxy Powder Coating
Mounting			   : Universal
Driver				    : Built-in Electronic System
Operating Temperature		  : -25°C ~50°C
Life Time			   : 50 000hrs
Mounting Bracket		  : Metal
Ingress Point			   : IP 65
Surge Protection Device		  : Built-in

Model
System 
Power

(W)
CCT CRI (Ra)

Luminaire
Efficacy 
(Lm/W)

Luminaire
Flux (lm) L W H Weight

(Kg)

SPOTILED S2 / 10 10 5700 70 83 830 196 189 209 -

SPOTILED S2 / 18 18 5700 70 80 1440 196 189 209 -

SPOTILED S2 / 36 36 5700 70 80 2880 225 205 235 -

SPOTILED 72 / S2 72 5700 70 70 5040 257 226 287 -


