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*Application:
- Garden
- Highway
- Residential Area
- Minor / Major Road

PCO®

WINNO LED - STANDARD SERIES WINNO LED - STANDARD SERIES 
- TNB - SGP & SIRIM - TNB - SGP & SIRIM *¹

Product Highlight

High Power LED

Options

1

Photocell Nema

Model System Power
(W)

CRI (Ra) / 
CCT (Ra)

I Forward
(mA)

Luminaire
Efficacy (Lm/W)

Luminaire
Flux 
(lm)

LOR
(%)

Weight
(kg)

Ingress
Point (IP)

WINNO LED  / 75W
75 730 700 133.4 9903 94.5 5.1

IP 66
75 740 700 140.7 10376 94.1 5.1

Jam Screw
Dimension Quantity

M12 X 20MM 2

Winno LED

Full Body (mm)
L W H

610.0 295.0 150.0

Spigot (mm)
OD ID L

Ø60.0 Ø53.0 110.0

COMPLIANCE STANDARD

* LED			   LM80

* DRIVER			   IEC 60598-1, EN 62493, IEC 61347, EN 50581, 
			   EN 55015, EN 61000, EN 61547, EN 62384.

* LUMINAIRE		  LM79, IEC 60598-1, IEC 60598-2-3, IEC 62493
			   IEC 55015, IEC 61547, IEC 61000,
			   CISPR 15, TM21, IEC 62471, WIND TUNNEL 150KM/H.

*¹-Selected models only

* Subjected to +/- 10%
LED Data will be update time to time according LED development



*Application:
- Garden
- Highway
- Residential Area
- Minor / Major Road

PCO®

SPECTRO LED SERIES  SPECTRO LED SERIES  

Product Highlight

High Power LED

Options

Photocell Nema

COMPLIANCE STANDARD

* LED			   LM80

* DRIVER			   IEC 60598-1, EN 62493, IEC 61347, EN 50581, 
			   EN 55015, EN 61000, EN 61547, EN 62384.

* LUMINAIRE		  LM79, IEC 60598-1, IEC 60598-2-3, IEC 62493
			   IEC 55015, IEC 61547, IEC 61000,
			   CISPR 15, IEC 62471, TM21.

Model
System 
Power

(W)

CRI (Ra) / 
CCT (Ra)

I Forward
(mA)

Luminaire
Efficacy (Lm/W)

Luminaire
Flux 
(lm)

LOR
(%)

Weight
(kg)

Ingress
Point (IP)

SPECTRO LED / 50 50 735 520 169.2 8712.5 98.6 4.5

IP 66
SPETCRO LED / 70 70 735 700 160.8 11813.3 98.9 5.0

SPECTRO LED / 90 90 735 900 153.8 14271.8 95.2 5.0

SPECTRO LED / 70 NM 70 735 700 160.8 11813.3 98.9 5.0

Jam Screw
Dimension Quantity

M12 X 30MM 2

Winno LED

Full Body (mm)
L W H

610.0 295.0 105.0

Spigot (mm)
OD ID L

Ø60.0 Ø53.0 110.0

Front View Side View Bottom View
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* Subjected to +/- 10%
LED Data will be update time to time according LED development
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High Power LED Horizontal & Vertical 
Mounting Spigot

*Application:
- Garden
- Highway
- Residential Area
- Minor / Major Road

PCO®

PRIMINO LED SERIESPRIMINO LED SERIES
- SIRIM , JKR , JKR GREEN DIRECTORY, ECO LABEL  & MY HIJAU - SIRIM , JKR , JKR GREEN DIRECTORY, ECO LABEL  & MY HIJAU *¹  

Product Highlight Options

3

Photocell Nema

Model
System 
Power

(W)
CRI (Ra) CCT (Ra) I Forward

(mA)

Luminaire
Efficacy 
(Lm/W)

Luminaire
Flux 
(lm)

Weight
(kg)

Ingress
Point (IP)

Installation 
Guide

Primino LED 2 / 150W 150 >70 3000 620 142 21547 8.0

IP 66

Pole Height 
10~12M

Pole Distance 
35 ~ 45M

Primino LED 2 / 180W 180 >70 3000 750 138 25296 8.0

Primino LED 2 / 200W 200 >70 3000 860 137 28001 8.0

Primino LED 2 / 230W 230 >70 3000 800 143 33107 8.0

* Subjected to +/- 10%
LED Data will be update time to time according LED development

COMPLIANCE STANDARD

* LED			   LM80

* DRIVER			   IEC 60598-1, EN 62493, IEC 61347, EN 50581, 
			   EN 55015, EN 61000, EN 61547, EN 62384.

* LUMINAIRE		  LM79, IEC 60598-1, IEC 60598-2-3, IEC 62493
			   IEC 55015, IEC 61547, IEC 61000,
			   CISPR 15, IEC 62722, TM21, TR 62778.

*¹-Selected models only

Drawing

Full Body (mm)
L W H

810.0 315.0 89.0

Spigot (mm)
ID L

Ø 67.0 100.0



High Power LED Horizontal & Vertical 
Mounting Spigot

Drawing

*Application:
- Garden
- Highway
- Residential Area
- Minor / Major Road

PCO®

MAXMINO LED SERIESMAXMINO LED SERIES

Product Highlight Options

Photocell Nema

Model System Power
(W) CRI (Ra) CCT (Ra) I Forward

(mA)
Luminaire

Efficacy (Lm/W)

Luminaire
Flux 
(lm)

Weight
(kg)

Ingress
Point (IP)

Maxmino LED / 320 320 70 3000 13.0 IP 66

*¹-Selected models only

* Subjected to +/- 10%
LED Data will be update time to time according LED development
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Full Body (mm)
L W H

963.0 401.0 124.0

Spigot (mm)
ID L

Ø 77.0 110.0

W

HL



High Power LED Horizontal & Vertical 
Mounting Spigot

5
*¹-Selected models only

*Application:
- Garden
- Highway
- Residential Area
- Minor / Major Road

PCO®

GRANDMINO LED SERIESGRANDMINO LED SERIES

Product Highlight Options

Photocell Nema

Model System Power
(W) CRI (Ra) CCT (Ra) I Forward

(mA)
Luminaire

Efficacy (Lm/W)

Luminaire
Flux 
(lm)

Weight
(kg)

Ingress
Point (IP)

Grandmino LED / 150 150 70 3000 - 182.1 27153 6.5

IP66Grandmino LED / 180 180 70 3000 - 176.2 31826 6.5

Grandmino LED / 200 200 70 3000 - 173.7 34469 6.5

* Subjected to +/- 10%
LED Data will be update time to time according LED development

Drawing

Full Body (mm)
L W H

708.0 314.0 89.0

Spigot (mm)
ID L

Ø 67.0 100.0
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High Power LED Horizontal & Vertical 
Mounting Spigot

*Application:
- Garden
- Highway
- Residential Area
- Minor / Major Road

PCO®

MEDMINO LED SERIESMEDMINO LED SERIES

Product Highlight Options

Photocell Nema

Model System Power
(W) CRI (Ra) CCT (Ra) I Forward

(mA)
Luminaire

Efficacy (Lm/W)

Luminaire
Flux 
(lm)

Weight
(kg)

Ingress
Point (IP)

Medmino LED / 90 90 70 3000 - 174.7 15457 5.0

IP66Medmino LED / 100 100 70 3000 - 172.0 17035 5.0

Medmino LED / 120 120 70 3000 - 169.8 20187 5.0

* Subjected to +/- 10%
LED Data will be update time to time according LED development
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Drawing

Full Body (mm)
L W H

644.0 263.0 89.0

Spigot (mm)
ID L

Ø 67.0 100.0

L

L H
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*Application:
- Garden
- Highway
- Residential Area
- Minor / Major Road

PCO®

SMARTMINO LED SERIESSMARTMINO LED SERIES

Product Highlight Options

Photocell Nema

Model System Power
(W) CRI (Ra) CCT (Ra) I Forward

(mA)
Luminaire

Efficacy (Lm/W)

Luminaire
Flux 
(lm)

Weight
(kg)

Ingress
Point (IP)

Smartmino LED / 50 50 70 3000K - 175 8836.1 4.5 IP 66

Smartmino LED / 70 70 70 3000K - 170 11982 4.5 IP 66

*¹-Selected models only

* Subjected to +/- 10%
LED Data will be update time to time according LED development7

Drawing

Full Body (mm)
L W H

593.0 263.0 95.0

Spigot (mm)
ID L

Ø 67.0 100.0

L

L H

W

High Power LED Horizontal & Vertical 
Mounting Spigot



8

PCO®

APPROVALS

* Subjected to +/- 10%
LED Data will be update time to time according LED development



PCO®

PROJECT REFERENCE

SHELL LABU

AEON KLEBANG, IPOH HOSPITAL RAJA PERMAISURI BAINUN
(KOMPLEKS WANITA, KANAK-KANAK DAN KARDIOLOGI)

TNB (PENINSULAR MALAYSIA - 36 000 UNITS) KEMENTERIAN PENDIDIKAN MALAYSIA
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www.pcolite.com

Headquarter
PCO LITE ELECTRICAL SDN. BHD.
Lot no. 157880 (PT 1283),
Off Jalan Degong,
31900 Kampar, Perak.
Malaysia.

Tel:     +605-466 5313 / 465 1020
Fax:    +605-465 1310

Sales Office
PCO ELECTRICAL (M) SDN. BHD.
Unit BC-03-20,
KLH Business Centre,
Bandar Puchong Jaya,
47170 Puchong, Selangor.
Malaysia.

Tel:     +603-8082 7755 / 8079 1388 
Fax:    +603-8070 9723
Email	 : enquiry@pcolite.com 
	 : aston@pcolite.com
	 : pco.h.c.lee@gmail.com
	   (oversea sales)


