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ISSSERIES METAL CLAD DISTRIBUTION BOARD

TECHNICAL DATA
o § Design according to : IEC 61439-3:2012
Material : 1.2mm mild steel (Recyclable)
Ingress Point : IP30
- . Finishing : Light grey epoxy powder coating
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Model Description
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PCO DB-5-1/10 1 Row 10 Ways 275 218 96 12
PCO DB-S-1/14 1 Row 14 Ways 350 218 96 1.2
PCO DB-5-1/18 1 Row 18 Ways 405 218 96 12
PCO DB-S-1/22 1 Row 22 Ways 465 218 96 1.2

* “S” Size Metal clad Enclosure (DIN- Rail Type)
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TECHNICAL DATA

Design according to
Material

Finishing

: IEC 61439-3:2012
: 1.2mm mild steel (Recyclable)
Ingress Point : IP30
: Light grey epoxy powder coating

ERIES METAL CLAD DISTRIBUTION BOARD
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Model Description Dimension (mm) Ll 0L
w H D (mm)
PCO DB-M-2/30 2 Row 30 Ways 410 355 113 1.2
PCO DB-M-2M/18 2 Row 18 Ways + MCCB 410 355 113 1.2
PCO DB-M-2/36 2 Row 36 Ways 475 355 113 1.2
PCO DB-M-2M/24 2 Row 24 Ways + MCCB 475 355 113 1.2
PCO DB-M-3/45 3 Row 45 Ways 410 615 113 1.2
PCO DB-M-3M/38 3 Row 38 Ways + MCCB 410 615 113 1.2

* “M” Size Metal clad Enclosure (DIN- Rail Type)




TECHNICAL DATA

Design according to
Material

Ingress Point
Finishing

: IEC 61439-3:2012
: 1.2mm mild steel (Recyclable)

: IP30

I=SERIES METAL CLAD DISTRIBUTION BOARD

: Light grey epoxy powder coating
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Model Description
w H D (mm)
PCO DB-L-4/60 4 Row 60 Ways 410 755 113 1.2
PCO DB-L-4M/53 4 Row 53 Ways + MCCB 410 755 113 1.2
PCO DB-L-4/72 4 Row 72 Ways 475 755 113 1.2
PCO DB-L-4M/64 4 Row 64 Ways + MCCB 475 755 113 1.2

*  “|” Size Metal clad Enclosure (DIN- Rail Type)
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